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800-820-9787
400-820-9787

生产厂家与销售商

    

    执行标准：GB 18145-2014、GB 28378-2012

    产品型号：见包装箱上的标签

    产品名称：见包装箱上的标签

    生产日期：见包装箱上的标签

    组装工厂：东陶(大连)有限公司

    电    话：(0411)87624383

    厂    址：大连经济技术开发区东北二街17号
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Service condition and attentions in construction

Use condition
1.  Cold water supply*hot water supply pressure
       Minimum pressure ………………… 0.05MPa (flow pressure)
       Maximum pressure ………………… 1.0MPa (static pressure)
2.  The temperature for water supply is 4~90℃. It is suggested to use the hot water 
     temperature of 60±5℃, Do not use steam to supply hot water.
3. The ambient temperature for use is above 0℃. If not, the water tap may deform and 
    crack due to freezing.
4. To prevent internal sprinkler damage,the water outlet temperature on the sprinkler 
    side shall not exceed 60℃.It is suggested to use a temperature below 45℃.
5. Being out of use for a long time may result in internal and external rust to the
    water nozzle and being unable to be used.
6. If you want to scrap this product, do not treat it as you do for general dometic 
    garbage. Please follow relevant statutes to have it treated, recovered and collected
    appropriately by an independent recovery system.
7. The product in these instructions has a cleaning function.

Attentions in construction
Warning:it means that ignoring this mark and misoperation may cause serious 
personal injury and death.
Attention: it means that ignoring this mark and misoperation may cause 
personal injury or property loss.

Warning
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Detailed list 

Detailed list 

Main body of water nozzle……………1 set

Shower part  …………………………1 set

Body burjed in  ………………………1 piece

Expansion bolt ……………………… 4 pieces

Fastening tool ………………………1 piece

Instructions for construction ………… 1 copy

Instructions for operation …………… 1 copy
1. The hot water supply side of the water nozzle is in a condition of high 
    temperature. Do not allow skin to contact with the hardware surface 
    directly. Otherwise, scalding may occur.
2. Do not reverse cold*hot water pipes. Otherwise, scalding may occur.
3. Do not use steam to supply hot water. Otherwise, scalding may occur.
4. when shifting directly from the water outlet to the shower side or shifting   
    frow shower side to water outle,the water temperature will change so test
    water temperature to avoid scalding before using.
5. If a customer fails to use the self-contained water inlet inler net of our     
    water faucet,there is such a risk as water leakage or damage or damage to 
    foreign matter s entering into the spool.
6. In constuction,do not install and use the G1/2 or G3/4 internal threads of this
    product with R1/2 or R3/4 connector. Otherwise,the main body threads may 
    crack,resulting in such quality problems as water leakage,etc.

The products using this detailed list include:
DM359CF Copper alloy vertical single-handle double-control bath tub water 
                  faucet(convertible·having a handheld shower)
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Attentions in construction and maintenances

1. As the ceramic spool is a precise component, do not dismantle it 
    without authorization.Otherwise, such poor conditions as water 
    leakage, etc. may be caused.
2. Do not impact the product. Otherwise, failure, water leakage may occur.
3. With the product design being updated constantly, the physical object
    may not coincide with the figure. However, the basic principle for 
    installation, use is the same.

Attentions

Maintenance
    To maintain a beautiful appearance of the product, the user is requested to 
    conduct maintenance and care in the following method.
1. Wipe with a piece of soft cloth frequently and use a piece of soft cloth
    dipped in water to wipe from time to time.
2. When dirt exists obviously, please use water to wash sufficiently after
    wiping with a neutral detergent.

Installation completion figure

*Note: The above dimensional unit is mm.
 The dimension in ()is a reference dimension.
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DM359CF  Copper alloy vertical single-handle double-control  bath tub water 
faucet (convertible·having a handheld shower)



1.Install the buried main body.
(1)After selecting the position of the water tap properly,cut four     10 mm expansion 
holes with a depth over 45mm at a spacing of 66mm on the ground,as shown if 
Figure 1.Note the cold and hot water inlet direction.The left hand side facing the 
water tap is the hot water inlet direction and the right hand ide is the cold is the cold 
water inlet direction.

2.Connecting water inlet pipe
(1)Wind PTFE tape on the cold and hot water pipe and then connect with the body
buried in the wall.
    Attention:The left side is the hot water side and the right side is the cold water 
side,as shown in Figure III.
(2)After water pipe connection,conduct pressure test to see if any water leakage 
point exists.

3.Ground laying
After fixing the body buried in ,pour the cement layer.Reserve allowance for 
applying floor tiles,as shown in Figure IV.

(2)In fixing,it is imperative to use a level gauge to confirm if the fixed body is 
horizontal.as shown in Figure II.
      Attention:The height of the completion ground.The adjustment distance of the 
completion ground is 10mm.
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Water tap installation
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Water tap installation
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4.Installation of main water tap body
(1)Remove the protective cover for the body buried in wall and unscrew the two 
plugs.
    Attention:take care to preserve the screws unscrewed,which will be used to fix 
the water tap.
(2)Take out the main body part of the water faucet and align with the buried main 
body.Insert the cold and hot water inlet pipe connector.Finally,fasten the screws to 
secure the wat.

Water nozzle installation

Fastening screw

Cold water side

Q-view detail

Q-visual

Hot water side

8

Manufacturer and vendor

Applicable standard:GB  18145-2014、GB 28378-2012

Product Model No.:See the label on the packaging case

Product name:See the label on the packaging case

Production date:See the label on the packaging case

Assembly factory:TOTO(Dalian)Co.,Ltd.

Telephone:(0411)87624383

Factory address:17 Dong Bei Second Street,Economic&Technical Development 

zone,Dalian

TOTO(China)Co.,Ltd.
After-sale service toll free telephone all over the country:
800-820-9787(fixed telephone)
400-820-9787(for mobile phone users)

Vendor:TOTO(China)Co.,Ltd.
Address:Room 1915,North Building of Beijing Jiali Center,
No.1,Guanghua Road,Chaoyang District,Beijing
Website:www.toto.com.cn
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